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EF 4.165
SINGLE PRESSURE FILTER

Not available

Single Pressure Filter

Flow rate will be calculated on demand

Housing: 1.4571
Filter hood: 1.4571
HD Filter element: 1.4571/1.4401/1.4435
Differential pressure gauge: deltaP®

Seals: FKM Fluor elastomer - others on request)
Special materials on request

Max. working: 34 MPa (340 bar)
Collapse differential pressure of the filter element, depending on 
the specification.

BYPASS VALVE

DESCRIPTION

FLOW RATE

MATERIALS 

PRESSURE

From -10° to +120°C

Is this datasheet the latest release? Please check on our website.

WORKING TEMPERATURE

HYDRAULIC DIAGRAM
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OREDERING AND OPTION CHART

Type code (ordering example) - The type code is found on the element head.

deltaP® Differential pressure gauge

5.02 or 
5.04

The filters can be fitted with a deltaP® differential 
pressure gauge Type 5.02 (<100 bar) or 5.04 (>100 
bar) (see separate data sheet for the designation).
Other deltaP® types on request 

Installation arrangement

H Hanging type (standard)
S Standing type

Nominal connection width/size DN [mm]

20 / 32 

Type series

EF 4.165 fluidtech® single pressure filter Type 4.165

Filter fineness/medium HD filter element

005 optimesh® wire mesh 5µm absolute
010 optimesh® wire mesh 10µm absolute
025 optimesh® wire mesh 25µm absolute
040 optimesh® wire mesh 40µm absolute
060 optimesh® wire mesh 60µm absolute
080 precimesh® wire mesh 80µm absolute
100 precimesh® wire mesh 100µm absolute
200 precimesh® wire mesh 200µm absolute

Through-flow direction

L Left to right (standard) 
R Right to left

Sealing material

P NBR
V FPM
Other materials on request

EF 4.165 . 32 . 025 . V . H L . 5.02 - 2,0

EF 4.165
SINGLE PRESSURE FILTER



SERIES 4.165
PRESSURE SINGLE FILTER A
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DIMENSIONS

SCHEMATIC DIAGRAM

EF 4.165
SINGLE PRESSURE FILTER



SERIES 4.165
PRESSURE SINGLE FILTER B
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DIMENSIONS

PARTS LIST

Pos. Amount Name Measure Material

1 1 housing - 1.4571

2 1 filter hood - 1.4571

3 1 HD.filter element - 1.4571/1.4401/1.4435

4 2 lock screw DIN 908 - 61/4 A4

5 1 gasket no. 227 FKM

DN b c e øD R For changing 
element add 

P Weight excl. filter elements/
differential pressure gauge [kg]

20 ø80 161 137 65 G 1/4 95 M6 x 1,0 2,8

32 90 171 144 65 G 3/8 95 M6 x 1,0 3,5

FILTER DIMENSIONS

EF 4.165
SINGLE PRESSURE FILTER


